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Features:
• Solid steel construction

• Mobile base with heavy duty casters

with a rated capacity of 408 

kilograms each

• Three 177mm drawers capable of

holding five punches each

• Two 50.8mm drawers capable of holding

five dies each

• Punches are held upright in custom steel 

U-channels to prevent damage to tips

and mounting tongues

• Dies are separated by custom 

U-channels to prevent damage to

V-openings

• Individual latches on all drawers

• Safety interlock to prevent the opening

of more than one drawer at a time

• Full width handles with end caps and

paper labelling strips with clear

protective label covers

• Retainer top with rubber mat

• Cabinet dimensions: 1067mm high,

1022.35mm wide, 571.5mm deep.

Cat. No. 90007

Wilson Press Brake Tooling Cabinet

PRICECAT. NO.

90007

Wilson Press Brake Tooling Cabinet
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PRECISION TOOLING.
UNBEATABLE PERFORMANCE.

For more than 40 years, Wilson Tool International®

has provided industry-leading tooling solutions that

enhance the performance of sheet metal

fabricators.

The three divisions of Wilson Tool – Punch Press,

Press Brake and Xtra – represent the most

comprehensive line of tooling systems and

accessories available. Our ability to consistently

provide innovative, high quality products that

outlast and outperform the competition is why 

the world’s most successful fabricators rely upon

Wilson Tool tooling systems.

A knowledgeable global sales force, multilingual

customer support staff, same-day shipping and

extensive distribution network are just a few of

the benefits that keep our customers coming

back time and again.

WILSON TOOL INTERNATIONAL

European Headquarters
United Kingdom
Stirling Road, South Marston 
Industrial Estate, Swindon,
Wiltshire, SN3 4TQ United Kingdom
Press Brake: 0800 012 1475
Tel: +44 (0) 1793 831818
Fax: +44 (0) 1793 831945
Email: sales@wilsontool.eu.com

12912 Farnham Avenue
White Bear Lake, MN 55110 USA
Tel: (651) 286 6001
Fax: (651) 286 5959
Email: marketing@wilsontool.com

France
Bât B
51 Rue D’Ourdy
77550 Réau, France
Tel: +33 (0) 164 13 47 80
Fax: +33 (0) 164 13 47 81
Email: ventes@wilsontool.eu.com

Germany
Gottlieb Daimler Str 2
31552 Rodenberg, Germany
Tel: +49 5723 747 0
Fax: +49 5723 747 10
Email: verkauf@wilsontool.eu.com

Scandinavia
Islevdalvej 100 
DK-2610, Rodovre, Denmark
Tel: +45 44 53 16 99 
Fax: +45 44 53 06 07 
Email: sales@wilsontool.dk

China
No. 6 Building of 58
4018 Lane Huaning Road
Xinzhuang Industry Park
201108 Shanghai, China
Tel: +86 21 51089638
Fax: +86 21 64422195
Email: sales@wilsontool.cn

email:
sales@wilsontool.eu.com
Visit us online at:
www.wilsontool.com

Worldwide Headquarters
United States
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